
IEC 60384-16(For-DC Type)

40 / 105 / 21

105
+85 ~+105 decreasing factor 1.0% /  for VR(dc)

-40 ~+105

400V, 630V

0.01 F~2.4 F

J : 5% K : % K 10% M : 20%
Standard : J 5%, Other Tolerance Grade : available on request.

1.75UR(dc) / 3sec

0.1%(at 1kHz 20 )

UR(dc) 500V
30,000M CR         1μF       100Vdc 60sec20

10,000 F CR 1μF       100Vdc 60sec 20

UR(dc) 500V
30,000M CR    1μF     100Vdc 60sec 20

10,000 F CR 1μF       100Vdc 60sec 20

30,000M

10,000 F CR

Part-1 : Series Code(Series Name)-MPP
Part-2 : Rated Voltage(DC : 400V~630V)
Part-3 : Rated Capacitance Value(0.01 F~2.4 F / 103~245)
Part-4 : Capacitance Tolerance(G : 2% H : 3% J : 5% K : % K 10% M : 20%)
Part-5 : Lead Spacing(7.5mm / 10mm / 15mm / 22.5mm / 27.5mm)
Part-6 : Forming-Type and Packing Code(Refer to 1.8.1.)
Part-7 : Size Number(1~4 : Min-Type / 5 : Standard-Type / 6~9 : Large-Type)
Part-8 : Internal Use

MPP

Part-1

400V

Part-2

223

Part-3

J

Part-4

10

Part-5

S

Part-6

5

Part-7

R

Part-8

B Bending Forming

C Straight Cutting

D D-Type Forming

L B-Type long Forming

M C-Type long Forming

S Straight

X B-Type Forming

Y C-Type Forming

Z Z-Type Forming

T A-Type Tapping

U B-Type Tapping

V C-Type Tapping

CR    1μF     100Vdc 60sec 20

1μF       100Vdc 60sec 20



0.022 12.5 8.6 5.8 10-0.6 MPP 400V 223J 10S 5R

0.024 12.5 8.8 6 10-0.6 MPP 400V 243J 10S 5R

0.027 12.5 9 6.2 10-0.6 MPP 400V 273J 10S 5R

0.03 12.5 9.3 6.4 10-0.6 MPP 400V 303J 10S 5R

0.033 12.5 9.5 6.7 10-0.6 MPP 400V 333J 10S 5R

0.036 12.5 8.4 5.7 10-0.6 MPP 400V 363J 10S 5R

0.039 12.5 8.6 5.8 10-0.6 MPP 400V 393J 10S 5R

0.043 12.5 8.8 6 10-0.6 MPP 400V 433J 10S 5R

0.047 12.5 9 6.2 10-0.6 MPP 400V 473J 10S 5R

0.051 12.5 9.2 6.4 10-0.6 MPP 400V 513J 10S 5R

0.056 12.5 9.4 6.6 10-0.6 MPP 400V 563J 10S 5R

0.062 13 9.6 6.8 10-0.8 MPP 400V 623J 10S 5R

0.068 13 9.9 7 10-0.8 MPP 400V 683J 10S 5R

0.075 13 10.1 7.3 10-0.8 MPP 400V 753J 10S 5R

0.082 13 10.4 7.5 10-0.8 MPP 400V 823J 10S 5R

0.091 13 10.7 7.8 10-0.8 MPP 400V 913J 10S 5R

0.1 15.5 11 6.5 12.5-0.8 MPP 400V 104J 12.5S 5R

0.11 15.5 11.3 6.8 12.5-0.8 MPP 400V 114J 12.5S 5R

0.12 15.5 11.5 7 12.5-0.8 MPP 400V 124J 12.5S 5R

0.13 15.5 11.8 7.2 12.5-0.8 MPP 400V 134J 12.5S 5R

0.15 15.5 12.2 7.6 12.5-0.8 MPP 400V 154J 12.5S 5R

0.16 15.5 12.4 7.8 12.5-0.8 MPP 400V 164J 12.5S 5R

0.18 15.5 12.8 8.2 12.5-0.8 MPP 400V 184J 12.5S 5R

0.2 15.5 13.3 8.6 12.5-0.8 MPP 400V 204J 12.5S 5R

0.22 15.5 13.6 9 12.5-0.8 MPP 400V 224J 12.5S 5R

0.24 18 13 8.3 15-0.8 MPP 400V 244J 15S 5R

0.01 12.5 8 5.2 10-0.6 MPP 630V 103J 10S 5R

0.011 12.5 8.2 5.4 10-0.6 MPP 630V 113J 10S 5R

0.012 12.5 8.3 5.5 10-0.6 MPP 630V 123J 10S 5R

0.013 12.5 8.5 5.6 10-0.6 MPP 630V 133J 10S 5R

0.015 12.5 8.7 5.9 10-0.6 MPP 630V 153J 10S 5R

0.016 12.5 8.9 6 10-0.6 MPP 630V 163J 10S 5R

0.018 12.5 9.1 6.2 10-0.6 MPP 630V 183J 10S 5R

0.02 12.5 9.3 6.5 10-0.6 MPP 630V 203J 10S 5R

0.022 12.5 9 6.2 10-0.6 MPP 630V 223J 10S 5R

0.024 12.5 9.2 6.4 10-0.6 MPP 630V 243J 10S 5R

0.27 18 13.4 8.8 15-0.8 MPP 400V 274J 15S 5R

0.3 18 13.9 9.2 15-0.8 MPP 400V 304J 15S 5R

0.33 18 14.3 9.6 15-0.8 MPP 400V 334J 15S 5R

0.36 18 14.7 9.9 15-0.8 MPP 400V 364J 15S 5R

0.39 18 15.1 10.3 15-0.8 MPP 400V 394J 15S 5R

0.43 18 15.6 10.7 15-0.8 MPP 400V 434J 15S 5R

0.47 18 16.1 11.2 15-0.8 MPP 400V 474J 15S 5R

0.51 20.5 16.8 10.3 17.5-0.8 MPP 400V 514J 17.5S 5R

0.56 20.5 17.3 10.7 17.5-0.8 MPP 400V 564J 17.5S 5R

0.62 20.5 17.9 11.3 17.5-0.8 MPP 400V 624J 17.5S 5R

0.68 20.5 18.5 11.8 17.5-0.8 MPP 400V 684J 17.5S 5R

0.75 20.5 19.1 12.3 17.5-0.8 MPP 400V 754J 15S 5R

0.82 23 18.5 11.8 20-0.8 MPP 400V 824J 20S 5R

0.91 23 19.2 12.4 20-0.8 MPP 400V 914J 20S 5R

1.0 23 19.8 13 20-0.8 MPP 400V 105J 20S 5R

1.1 23 20.5 13.6 20-0.8 MPP 400V 115J 20S 5R

1.2 28 19.1 12.3 25-0.8 MPP 400V 125J 25S 5R

1.3 28 19.6 12.8 25-0.8 MPP 400V 135J 25S 5R

1.5 28 20.7 13.7 25-0.8 MPP 400V 155J 25S 5R

1.6 28 21.2 14.2 25-0.8 MPP 400V 165J 25S 5R

1.8 28 22.2 15.2 25-0.8 MPP 400V 185J 25S 5R

2.0 28 23.1 16 25-0.8 MPP 400V 205J 25S 5R

2.2 28 24 16.8 25-0.8 MPP 400V 225J 25S 5R

2.4 28 24.8 17.5 25-0.8 MPP 400V 245J 25S 5R

P 0.5

W(Max)

H(Max)

1.5

105K   400V
S. D10 MPP

T(Max)

d 0.1



0.027 13 9.5 6.6 10-0.8 MPP 630V 273J 10S 5R

0.03 13 9.7 6.9 10-0.8 MPP 630V 303J 10S 5R0.03 13 9.7 6.9 10-0.8 MPP 630V 303J 10S 5R

0.033 13 10 7.1 10-0.8 MPP 630V 333J 10S 5R

0.036 13 10.2 7.3 10-0.8 MPP 630V 363J 10S 5R0.036 13 10.2 7.3 10-0.8 MPP 630V 363J 10S 5R

0.039 13 10.4 7.6 10-0.8 MPP 630V 393J 10S 5R

0.043 13 10.7 7.9 10-0.8 MPP 630V 433J 10S 5R0.043 13 10.7 7.9 10-0.8 MPP 630V 433J 10S 5R

0.047 15.5 10.8 6.4 12.5-0.8 MPP 630V 473J 12.5S 5R

0.051 15.5 11 6.6 12.5-0.8 MPP 630V 513J 12.5S 5R0.051 15.5 11 6.6 12.5-0.8 MPP 630V 513J 12.5S 5R

0.056 15.5 11.2 6.8 12.5-0.8 MPP 630V 563J 12.5S 5R

0.062 15.5 11.5 7.1 12.5-0.8 MPP 630V 623J 12.5S 5R0.062 15.5 11.5 7.1 12.5-0.8 MPP 630V 623J 12.5S 5R

0.068 15.5 11.8 7.4 12.5-0.8 MPP 630V 683J 12.5S 5R

0.075 15.5 12.1 7.7 12.5-0.8 MPP 630V 753J 12.5S 5R0.075 15.5 12.1 7.7 12.5-0.8 MPP 630V 753J 12.5S 5R

0.082 15.5 12.4 8 12.5-0.8 MPP 630V 823J 12.5S 5R

0.091 15.5 12.7 8.3 12.5-0.8 MPP 630V 913J 12.5S 5R0.091 15.5 12.7 8.3 12.5-0.8 MPP 630V 913J 12.5S 5R

0.1 18 12.1 7.7 15-0.8 MPP 630V 104J 15S 5R

0.11 18 12.4 8 15-0.8 MPP 630V 114J 15S 5R0.11 18 12.4 8 15-0.8 MPP 630V 114J 15S 5R

0.12 18 12.7 8.3 15-0.8 MPP 630V 124J 15S 5R

0.13 18 13 8.5 15-0.8 MPP 630V 134J 15S 5R0.13 18 13 8.5 15-0.8 MPP 630V 134J 15S 5R

0.15 18 13.5 9.1 15-0.8 MPP 630V 154J 15S 5R

0.16 18 13.8 9.3 15-0.8 MPP 630V 164J 15S 5R0.16 18 13.8 9.3 15-0.8 MPP 630V 164J 15S 5R

0.18 18 14.2 9.8 15-0.8 MPP 630V 184J 15S 5R

0.2 18 14.7 10.3 15-0.8 MPP 630V 204J 15S 5R0.2 18 14.7 10.3 15-0.8 MPP 630V 204J 15S 5R

0.22 18 15.5 10.8 15-0.8 MPP 630V 224J 15S 5R

0.24 18 15.9 11.2 15-0.8 MPP 630V 244J 15S 5R0.24 18 15.9 11.2 15-0.8 MPP 630V 244J 15S 5R

0.27 20.5 16.7 10.4 17.5-0.8 MPP 630V 274J 17.5S 5R

0.3 20.5 17.2 10.9 17.5-0.8 MPP 630V 304J 17.5S 5R0.3 20.5 17.2 10.9 17.5-0.8 MPP 630V 304J 17.5S 5R

0.33 20.5 17.7 11.4 17.5-0.8 MPP 630V 334J 17.5S 5R

0.36 20.5 18.5 11.9 17.5-0.8 MPP 630V 364J 17.5S 5R0.36 20.5 18.5 11.9 17.5-0.8 MPP 630V 364J 17.5S 5R

0.39 20.5 19 12.4 17.5-0.8 MPP 630V 394J 17.5S 5R

0.43 20.5 19.5 13 17.5-0.8 MPP 630V 434J 17.5S 5R0.43 20.5 19.5 13 17.5-0.8 MPP 630V 434J 17.5S 5R

0.47 20.5 20.1 13.5 17.5-0.8 MPP 630V 474J 17.5S 5R

0.51 28 17.3 11.1 25-0.8 MPP 630V 514J 25S 5R0.51 28 17.3 11.1 25-0.8 MPP 630V 514J 25S 5R

0.56 28 17.8 11.6 25-0.8 MPP 630V 564J 25S 5R

0.62 28 18.7 12.1 25-0.8 MPP 630V 624J 25S 5R0.62 28 18.7 12.1 25-0.8 MPP 630V 624J 25S 5R

0.68 28 19.3 12.7 25-0.8 MPP 630V 684J 25S 5R

0.75 28 19.9 13.3 25-0.8 MPP 630V 754J 25S 5R0.75 28 19.9 13.3 25-0.8 MPP 630V 754J 25S 5R

0.82 28 20.5 13.9 25-0.8 MPP 630V 824J 25S 5R

0.91 28 21.2 14.6 25-0.8 MPP 630V 914J 25S 5R0.91 28 21.2 14.6 25-0.8 MPP 630V 914J 25S 5R

1.0 28 22.3 15.5 25-0.8 MPP 630V 105J 25S 5R

1.1 28 23 16.3 25-0.8 MPP 630V 115J 25S 5R1.1 28 23 16.3 25-0.8 MPP 630V 115J 25S 5R

1.2 28 23.7 17 25-0.8 MPP 630V 125J 25S 5R

1.3 28 24.4 17.6 25-0.8 MPP 630V 135J 25S 5R1.3 28 24.4 17.6 25-0.8 MPP 630V 135J 25S 5R








